
P.36 / WALL CLADDING AND SUNSCREEN

LUC BESSON'S CINEMA CITY,  
SAINT-DENIS, FRANCE

Architect :  Reichen & Robert et Ass.

Owner :  Vinci immobilier

Installer :  SFB

Product :  Custom Piterak !  Slim, Ebony  

•

•

Piterak •  Slim is a large format terracotta cladding system 

with overlapping horizontal joints. It is installed  with clips 

fixed on vertical profiles. Used with the V-Clip •  system 

from LABEL Fa€ade, it is officially approved for ve rtical 

installation. Piterak •  Slim is tough, rated Q4 for impact 

resistance, and can be used at ground level even in 

public spaces.

PITE RAK  
SLIM



P.37 / WALL CLADDING AND SUNSCREEN

�t Many customization possibilities : colours, 
finishes, shapes, sizes

�t Choice of installation : horizontal, vertical 
(with V-Clip !  system, see p52)

�t Simple and fast installation using clips

�t High impact performance : for installation at 
ground level

13
COLOURS 

Grooved 13.6

Smooth Patinated

GlazedRidged 9.2

5
FINISHES 

6
SHAPES 

Length up to  150 cm
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All module heights and lengths are available in imperial dimensional products



P.38 / WALL CLADDING AND SUNSCREEN

INSTALLATION PROPERTIES

�t Under Technical Assessment  No. 2/10-1429.

�t Substrate type :  Concrete wall, coated masonry, masonry, framed walls.

�t Primary framework :  Metal

�t Panels installed with clips  on a metal or timber vertical framework fixed to the wall.

�t The vertical uprights  are aligned with the open joints. Their shape drains rainwater in order to protect 

both the wall and the insulation.

�t Very simple to replace  one broken panel.

�t Air gap for ventilation :  minimum 20mm.

�t 45! mitre cut  available from factory.

�t Seismic performance :  Approved in zones 4, for buildings types II, with insulation up to 100 mm.

�t Frost resistance :  Complies with standard NF EN 539-2

�t Worldwide compliance and testing certificates  have been achieved

PRODUCT

MODULE

H x L

mm

DIMENSIONS 

HxLxTh

mm

WEIGHT
/U

per Kg

WEIGHT 
per M"

IMPACT 
RESISTANCE*

WIND 
RESISTANCE

20 200 x 1520 214 x 1520 x 30 14,6 48,5 Q4 V3 (1936 Pa) 

25 250 x 1520 264 x 1520 x 30 18,2 48,5 Q4  V3 (2219 Pa)

30 300 x 1520 314 x 1520 x 30 21,8 48,5 Q4 V4 (2359 Pa)

40 400 x 1520 414 x 1520 x 30 29,5 48,5 Q4 V2 (1465 Pa)

STANDARD SIZES AND PERFORMANCES

H = Height ; L = Length ; Th. = Thickness

All module heights and lengths are available in imperial dimensional products
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P.39 / WALL CLADDING AND SUNSCREEN

STANDARD 
FIT

DIRECT 
FIT

Module 

200 mm,

250 mm,

300 mm,

400mm, 

500 mm or 600 mm

Insulation

20 mm

mini 30 mm

F IT

20 mm mini

20 mm mini

30 mm

10 to 20 mm

Piterak •  Profile main course support

Standard clip Piterak •  Slim

Standard fixing bracket*

Metal anchor*

Two self-drilling screws per panel*

Self-drilling screws*

Semi-rigid insulation*

10 to 20 mm

STANDARD 
INSTALLATION DETAILS

* Not furnished by Terreal



P.40 / WALL CLADDING AND SUNSCREEN

20 mm mini
Flashing*

30 mm

Min. 50mm over hard ground
Min. 150mm on soft ground

* Not furnished by Terreal

DETAIL : 
WALL BASE AND PARAPET



P.41 / WALL CLADDING AND SUNSCREEN

10 mm

20 mm mini

5 mm 
mini

5 mm
minimaxi

ECHELLE : 1:8

DETAIL : 
CORNERS



P.42 / WALL CLADDING AND SUNSCREEN

Lintel

Window sill

Jambs

DETAIL : 
WINDOW FRAME FLUSH 

WITH INSIDE WALL

30 mm

20 mm
mini



P.43 / WALL CLADDING AND SUNSCREEN

DETAIL :  
WINDOW FRAME FLUSH 

WITH OUTSIDE WALL

Lintel

Window sill

Jambs

30 mm

20 mm
mini


